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BLADE FOR A CUTTING TOOL OF A
CERAMIC CUTTING MACHINE

OBIJECT OF THE INVENTION

The present invention relates to a blade for a cutting tool of
a ceramic cutting machine that improves the stability and
quality of the cut made on ceramic tiles by means of said
cutting machines, due to its specific geometric features. Said
cutting tools of ceramic cutting machines are commonly
known as “scoring wheels” and the blade they comprise is
commonly known as “scoring blade”. The invention is appli-
cable to the field of the metal tool manufacturing industry and
the handling ceramic material industry.

BACKGROUND OF THE INVENTION AND
TECHNICAL PROBLEM TO BE SOLVED

Current ceramic cutting machines that are manually oper-
ated typically comprise a bench where the tile or ceramic
piece to be cut is placed, a positioning element of said tile in
the bench, and a sliding lever that slides on rails, having a tool
carrier element in which a cutting tool (or “scoring wheel”) is
inserted, which is in turn formed by a handle and a disc-
shaped blade (or “scoring blade”). By means of the pressure
exerted by the lever, a certain pressure is exerted by the
scoring wheel on the tile to be cut. While exerting said pres-
sure, and by advancing the lever with its tool carrier along the
rails, a cut is progressively made on the tile.

In currently existing scoring wheel in the market, there is
widespread geometric tolerance related to the elements mak-
ing up the same, the scoring blade, scoring blade shaft and
handle of the scoring wheel. The effect of these tolerances is
that the scoring blade is not guided in a sufficiently precise
manner when making the cut, resulting in observable oscil-
lations and movements along its axis that affect the quality of
the cut made and decrease its precision.

The present invention describes a blade for a cutting tool of
a ceramic cutting machine with geometric features that
improve the performance of conventional cutting tool blades
of ceramic cutting machines, with the purpose of improving
the guidance of the blade during the cut, thereby improving
the precision, and therefore, the quality of the cut.

DESCRIPTION OF THE INVENTION

The present invention relates to a blade for a cutting tool of
a ceramic cutting machine comprising a circular disc-shaped
geometry with a symmetry axis.

The blade comprises a certain cutting diameter, H, and at
least one conical surface at each side of the cutting perimeter
of'the blade, the revolution axis of said conical surfaces being
the symmetry axis of the blade, said conical surfaces being
truncated by two truncation planes that are perpendicular to
the symmetry axis of the blade, the circular profile of a cylin-
drical hole passing through the blade is defined by the cutting
line between said truncation planes and the conical surfaces,
the revolution axis of the circular profile of the cylindrical
hole is the symmetry axis of the blade.

If the conical surfaces closest to the symmetry axis of the
blade are imaginarily extended towards its vertex, both coni-
cal surfaces define two tangency conical surfaces with an
imaginary sphere the center of which is located on the sym-
metry axis of the blade.

The blade is characterized in that the ratio between the
cutting diameter, H, of the blade and the diameter, D, of said
imaginary sphere is equal to a number with a value comprised
between 1.5 and 1.7.
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Ina preferred embodiment of the present blade for a cutting
tool of a ceramic cutting machine, said blade is characterized
in that the ratio between the cutting diameter, H, of the blade
and the diameter, D, of the imaginary sphere is equal to twice
the Golden Ratio, a condition that is mathematically
expressed as follows:

H
D= 2x ¢ =2x1.6180339 ... (=2 xgolden ratio)

where:

H: cutting diameter of the blade;

D: diameter of the imaginary sphere;
¢: Golden Ratio

BRIEF DESCRIPTION OF THE FIGURES

The present description will be better understood in view of
to the following figures.

FIG. 1: ceramic cutting machine.

FIG. 2: cutting tool of a ceramic cutting machine, with a
detail of the blade.

FIG. 3: profile view of an embodiment of the blade.

FIG. 4: profile quarter section view of an embodiment of
the blade.

The numerical references used in the figures are listed
below:

1. Blade

2. Cutting tool

3. Ceramic cutting machine

11. Symmetry axis

12. Cutting perimeter

13. Conical surface

14. Hole

15. Tangency conical surfaces

16. Imaginary sphere

17. Truncation plane

18. Cutting line

21. Handle

22. Shaft

31. Bench

32. Positioning element

33. Lever

34. Tool carrier

35. Rails

Other References

D. Diameter
H. Cutting diameter.

DETAILED DESCRIPTION

The present invention relates to a blade (1) for cutting tool
(2) of a ceramic cutting machine (3).

FIG. 1 shows a perspective view of a ceramic cutting
machine (3) specimen where the different typical elements
that make it up are shown, namely: a bench (31) to place the
ceramic tile desired to be cut, a positioning element (32) of
said tile on the bench (31), a tilting lever (33) with a tool
carrier (34), anchored to rails (35) on which the tilting lever
(33) can slide with a longitudinal movement, and a cutting
tool (2). Said cutting tool (2) is commonly referred to as
“scoring wheel”.

FIG. 2 shows the cutting tool (2) with the elements com-
prised therein. The cutting tool (2) comprises a circular blade
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(1) that rotates around a shaft (22) anchored to the handle (21)
of'the cutting tool (2). Said blade (1) is commonly referred to
as “scoring blade”. In FIG. 2 a detailed view of the blade (1)
can be seen

FIG. 3 shows a profile view of the blade (1) object of the
invention.

FIG. 4 shows in turn a profile quarter section view of an
embodiment of the blade (1).

In a preferred embodiment of the present invention, the
blade (1) comprises a geometry in the shape of a circular disc,
provided with cutting edges and typically manufactured in a
high-hardness material, the blade (1) in its central part being
thicker than in its cutting perimeter (12).

More specifically, the geometry of the blade (1), as shown
in FIGS. 2 and 3, comprises a plurality of conical surfaces
with different inclinations in their generatrixes in such a way
that said conical surfaces progressively adapt their inclina-
tion, from the most acute to the most obtuse with respect to the
symmetry axis (11) of the blade (1) as the distance from the
cutting perimeter (12) of the blade (1) towards its center is
traveled. The last of said conical surfaces (13), closest to the
symmetry axis (11) of the blade (1), is truncated by two
truncation planes (17) perpendicular to the symmetry axis
(11) of the blade (1). The cutting line (18) of said truncation
planes (17) with the conical surfaces (13) defines the circular
profile of a cylindrical through-hole (14) of the blade (1),
centered in the symmetry axis (11) of the blade (1), through
which the rotary shaft (22) around which the blade (1) rotates
when assembled in the cutting tool (2) set is introduced.

The geometric peculiarity of the present blade (1), which
provides to the blade (1) its optimal properties to make high
quality cuts, is the following: if the conical surfaces (13)
closest to the center of the blade (1) are imaginarily extended
towards its vertex, both define two tangency conical surfaces
(15) with an imaginary sphere (16) the center of which is
located on the symmetry axis (11) of the blade (1), where the
ratio between the cutting diameter, H, of the blade (1) to twice
the diameter, D, of said imaginary sphere (16), is a number
comprised between 1.5 and 1.7. In the preferred embodiment
of the present invention, said ratio is equal to the Golden
Ratio.

This condition is mathematically expressed as follows:

H .
%D - ¢ = 1.61880339 ... (golden ratio)
where “H” symbolizes the cutting diameter of the blade (1)
and “D” symbolizes the diameter of the imaginary sphere
(16).
This geometric feature leads to the majority of the mass and
volume ofthe blade (1) to be located around its symmetry axis
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(11), and the closest part to the cutting perimeter (12) of the
blade (1) being thinner and lighter than its center. Given that
the Golden Ratio is the one that defines the specific ratio in
which the mass and volume of the blade (1) are distributed
around its symmetry axis (11), an optimal stabilization is
obtained, thereby reducing considerably the vibrations of the
blade (1) during its rotation and pressurized displacement on
the surface of the tile to be cut.

The present invention should not be limited to the embodi-
ment described herein. Other embodiments introducing small
modifications in the geometry of the blade (1) described
herein can be made by experts in the art based on the present
description. Consequently, the scope of the invention is
defined in the following claims.

The invention claimed is:

1. A blade (1) for a cutting tool of a ceramic cutting
machine comprising a geometry:

in the shape of a circular disc with a symmetry axis with a

certain cutting diameter;

with at least one conical surface at each side of a cutting

perimeter of the blade, a revolution axis of said conical
surfaces being the symmetry axis of the blade, the coni-
cal surfaces closest to the symmetry axis being truncated
by two truncation planes perpendicular to the symmetry
axis of the blade, a circular profile of a cylindrical hole
passing through the blade defining a cutting line
between said truncation planes and the conical surfaces,
a revolution axis of the cylindrical hole is the symmetry
axis of the blade,
such that if the conical surfaces closest to the symmetry axis
of'the blade are imaginarily extended towards its vertex, both
define two tangency conical surfaces with an imaginary
sphere which center is located on the symmetry axis of the
blade,
wherein the ratio between the cutting diameter of the blade
and the diameter of said imaginary sphere is equal to a num-
ber which value is comprised between 1.5 and 1.7.

2. The blade for a cutting tool of a ceramic cutting machine
according to claim 1, wherein the ratio between the cutting
diameter of the blade and the diameter of the imaginary
sphere is equal to twice the Golden Ratio, said condition that
is mathematically expressed as follows:

H
D= 2x ¢ =2x1.6180339 ... (=2 xgolden ratio)

where:

H: cutting diameter of the blade;

D: diameter of the imaginary sphere;
¢: Golden Ratio.
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